Quick Installation Guide
I. Installation of Monitor
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1. Take out the Monitor from the box. 
2. Choose a suitable location on dashboard to install the monitor.
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3. Power the monitor

The Monitor can be powered by the vehicle power through the lighter plug or the rechargeable battery. 
3.1 Power monitor through lighter plug
Connect lighter plug with vehicle power supply as shown in below figure.
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3.2 Power the monitor through batteries

1) Open the battery cover

2) Put two AA batteries into the battery box correctly, as shown below:
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2. Turn the switch to ON to open the monitor. The monitor will display the each tire information in turn. When the monitor doesn’t receive the tire pressure and temperature information that issued by transmitter, the screen displays as shown below:
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[image: image5.emf]II. Installation of Transmitter
Note: FL: stands for front left tire   FR: stands for front rear tire

     RL: stands for rear left tire    RR: stands for rear right tire

Ensure to install the transmitter onto the correct tire valve according to its corresponding tire position. Installation steps:
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1. Remove the current tire valve cap.
2. Put the security lock onto the valve, ensure the screw towards to ourside for easy screwing.

[image: image7.jpg]



3. Install the transmitter onto the valve. Ensure the transmitter being installed onto the corresponding tire according to transmitter’s marks.
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4. Connect the meshing parts of the security lock and transmitter to make them an integrated part.
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5. Screw the security lock and transmitter firmly with wrench.
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3. Once installed the transmitter, the transmitter can sense the pressure
inside the tire and transmit the data to the monitor, and the screen will

display the information as shown in below figure (The screen displayed 

information in below figure is for front left tire):
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III. Installation of Counterweight

In order to ensure that each tire remains balanced after installation of the transmitters and security locks, it is recommended that the user take their car to a qualified service station for re-balancing or attach the provided adhesive counterweights to keep the balance of each tire. For installing the counterweight:
1. Clean the location where the counterweight will be installed. This location should be directly across the position of the Transmitter on the wheel.
2. Take out the counterweight from the accessory bag in the package and remove the liner material on its back. Then place it onto the cleaned location. 
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