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Quick Installation Guide of TPMS1209W03
Step 1: Monitor Installation

1. Take out the Monitor from the box.

2. Choose a suitable location for the Monitor on the dashboard platform. Make sure to first Scrub the location with alcohol. Next, strip off the liner of the 3M Dual Lock Fastener, put the sticky side onto the suitable location, and then fix the monitor with another side of the 3M Dual Lock Fastener on the platform.
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Step 2: Power the monitor

User can shoose power the monitor through the ligther plug or rechargeable batteries.
1. Power the monitor through the lighter plug
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2. Power the monitor through the rechargeable batteries

1) Take off the cover of the battery box on the back of the Monitor

2) Put three rechargeable batteries into the battery box
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3) Cover the battery box

4) Turn on the Monitor.
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Step 3: Transmitter Installation
1.Inflate the tire to the standard pressure

2. Remove the current tire valve cap

3. Connect the meshing part of transmitter and lock

                            

4. Install the transmitter together with lock to the tire valve according to the tire position mark on the transmitter shell.

FL is for front left tire, FR is for front right tire, RL is for rear left tire, RR is for rear right tire.

5. Screw the bolts inside the socket of the lock with wrench


6. Check the connection of Transmitter and valve with the soap solution to confirm whether the transmitter is firmly screwed onto the valve or not, check whether there is air leakage caused by the installation or the seal of the Transmitters or not.

7. Once screwed onto the tire, transmitter can sense the pressure inside the tire and transmit the data to the monitor, then each tire information will be displayed on the montor in turn.
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Step 4: Counterweight Installation

1. Choose the counterweight installation location. As shown in below figure, the counterweight location on the rim should be same line of the valve and rim center point.
2. Clean the location where the counterweight will be placed with water, the best is to use the rubbing alcohol to ensure the counterweight can be fixed firmly.
3. Take out the counterweight from the package and remove the liner material on its back.

4. Place the counterweight on the cleaned location.

Note:
If attaching the transmitter with lock, please choose the 20g counterweight.

If attaching the transmitter without lock, please choose the 15g counterweight.
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