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                                           TPMS1209K Installation Manual
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Quick Installation Guide of TPMS1209K

1. Parts of TPMS1209K
S&T TPMS1209K consists of Display, Receiver and Transmitters.
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2. Installation 
2.1 Installation of Display
Take out the display from the package, and choose a suitable location to insert the display into the dashboard. Be shown in the below figure.
Display dimension：52mm × 50mm × 48mm
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2.2 Installation of Receiver 
1）Take out the receiver and choose a suitable installation location, fix the
Receiver with bolt. Be shown as below:
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2）Insert the plug on the Receiver into the socket on the Display, be
shown as below:
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3）Connect the power wires. The brown one is positive pole, the blue one is negative pole, be shown as blow:
   Electrical specification：DC 18-36V，60mA；    
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4）After power turned on, Display shows “-----” means it is waiting to receive information, be shown as below: 
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2.3 Installation of Transmitter 
1) Inflate the tire to the standard pressure which the vehicle factory suggests or user

requires.
2）Under the normal mode, press and hold E key for 3 seconds to start learning Transmitter ID and standard pressure . The “SET” mark appears on the screen, then the front left tire on No.1 axle starts to flashes. Be shown as below:
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Note：Under Transmitter ID and standard pressure learning interface, if there is no operation within 15 minutes, system will return to the normal mode automatically.
3）Press S key can switch the tire positions.
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4）Under the interface of that tire position needs to install Transmitter, press E key to enter the Transmitter ID and standard pressure learning interface.

5）Combine Transmitter and security lock together. Via combine the engaging pieces of the Transmitter and security lock to make them one, then install Transmitters on the corresponding tire valves. With a specific tool-wrench and 3 screws in the holes to fix the Transmitter on the valve firmly. 


6）When Display receive ID and pressure information from Transmitter, it will beep twice and display received information on the screen in turn. 
   Firstly, this Transmitter’s ID will appear on the screen, and then the current pressure appears:




7）Press E key to confirm. After waiting for 1minute, press S key to switch to the next tire position and enter in the next tire Transmitter ID and standard pressure learning interface.

3. How to exit from the Transmitter ID and standard pressure

learning interface.
After learning Transmitter ID and standard pressure, press S key to switch the screen. When the letter “E” appears on the screen, press E key to return to the normal operating mode.



Positive pole+12v/24v











Installation holes








Negative pole(GND)











PAGE  
2

